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This work explores the use of mechanical (MP), thermomechanical 
(TMP), and chemi-thermomechanical (CTMP) pulps from orange tree 
pruning fibers (OPF) as reinforcing elements of polypropylene (PP) 
composites. Due to the nature of the natural fibers, the use of a coupling 
agent is needed to attain a good interface and to prevent fiber slippage 
from the matrix. The main objective of the present work was to 
investigate the orientation factor, the interfacial shear strength, and the 
intrinsic strength of the OPF. Coupled and non-coupled composites were 
formulated and tested, optimizing the coupling agent content with the 
objective of maximizing the tensile strength of the composites. Hirsch 
and Kelly-Tyson models and the Bowyer-Bader methodology were used 
to compute the micromechanic properties. The contribution of subcritical, 
supercritical fibers, and matrix were also calculated. 
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INTRODUCTION 
 

 Environmental awareness has been a popular topic during recent years. An 

example is the statement of the twelve principles of green chemistry (Anastas and Warner 

1998). In regard to composite materials, the main concerns are related to the difficult 

degradability of plastics, the shortage of landfill space and the increase in the cost of its 

use, the emissions generated during incinerations, and the increase of cost and decrease 

of availability of fossil sources. Such considerations have led to interest in the use of 

fibers obtained from renewable sources as reinforcement for composite materials 

(Ardanuy et al. 2012; Satyanarayana et al. 2009). Although there are a lot of potential 

advantages in favor of that initiative (Satyanarayana et al. 2009), there are also some 

inefficiencies in the interface between natural fibers and polymers to deal with (El 

Mansouri et al. 2012; Vallejos et al. 2012).  

Tree pruning is a farming practice consisting of removing or shortening some of 

the branches of the tree in order to facilitate its proper growth, regulate its production,
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and improve its quality. Currently, the biomass produced by pruning is usually burned in 

fields, generating CO2 emissions and increasing the risk of fire. Spain produces 1.15·10
9
 

kg/year of citrus pruning residues, which is about 10% of the total produced mass, taking 

into consideration the main sources of pruning (olive and almond trees, vines, and citrus). 

The use of orange tree pruning as reinforcement for composite materials can reduce the 

need for burning, provide low cost alternatives to wood fibers, and extend the value chain 

for the agricultural industry (Mishra and Sain 2009).  

Mechanical pulp from wood fibers is primarily obtained from softwood (Lopez et 

al. 2012a). Although the most common application of that pulp is in the production of 

printing papers, newsprint, boards, and packaging papers, the MP can also be used as a 

polymer matrix reinforcing element (Lopez et al. 2011, 2012a,b; Mendez et al. 2007). On 

the other hand, depending on the production process and the obtained yield with respect 

to the raw material, the fibers can also be classified as mechanical pulp (MP), thermo-

mechanical pulp (TMP), and chemi-thermomechanical pulp (CTMP). The obtained 

products are fibers with different physic-chemical properties that can be used as a 

reinforcing element for composite materials. 

The published literature on wood fibers reinforced polymer materials includes 

several studies on mechanical characterization of the composite materials (Bhattacharyya 

et al. 2003; Lopez et al. 2012a; Mendez et al. 2007; Zabhizadeh et al. 2011). There are 

also studies on the micromechanics of that kind of composite (Lopez et al. 2011, 2012b). 

Moreover, the influence of the coupling agents on the final mechanical characteristics of 

the composites has been widely researched (Bhattacharyya et al. 2003; Kazayawoko et 

al. 1999; Li and Sain 2003; Nygard et al. 2008; Sain et al. 2005). Specifically, the 

literature researching tree pruning as reinforcement for composite materials is scarce and 

is mainly related to the chemical characteristics of the pulps (Jimenez et al. 2004a,b, 

2008, 2009; Requejo et al. 2012), or manufacture and testing of boards (Cuk et al. 2011; 

Hermawan et al. 2009; Pirayesh et al. 2011). To the best of our knowledge, there has 

been research on the production of pulp using OPF (Gonzalez et al. 2011), but there is 

not literature on the use of orange tree pruning fibers (OPF) as reinforcement in PP 

composites. 

In this work, three different processes that generate few byproducts: mechanical, 

thermomechanical, and chemi-thermomechanical pulping, were tested in order to obtain 

mechanical pulp (MP), thermomechanical pulp (TMP), and chemi-thermomechanical 

pulp (CTMP) from orange tree pruning. The produced fibers were morphologically 

characterized. The breaking length of the fibers was also evaluated according to a paper-

making technique. Composite materials were formulated with a 30 wt% of MP, TMP, 

and CTMP as reinforcement of a polypropylene (PP) matrix. Different percentages of PP 

and maleated polypropylene (MAPP) were then tested to optimize the percentage of 

coupling agent in order to obtain the best tensile strength of the composite materials. 

Once the tensile strength of the composites was maximized, the micromechanic 

parameters (orientation factor, interfacial shear strength, and intrinsic strength of the 

fibers) were estimated. Finally, the contribution of the subcritical and supercritical fibers 

and the matrix to the composite strength were computed. The present research has the 

aim of providing agroforestry industry with alternatives for the use and valorization of 

their waste. 

  
 



 

PEER-REVIEWED ARTICLE  bioresources.com 

 

 

Reixach et al. (2013). “Orange tree pruning composites,” BioResources 8(3), 3231-3246.  3233 

EXPERIMENTAL 
 

Materials 
 The composites were prepared using polypropylene (PP) homopolymer (Isplen 

PP099 G2M) with an average melt flow rate (230 ºC; 2.16kg) of 55 g per 10 min and a 

density of 0.905 g/cm
3
, kindly provided by Repsol-YPF (Tarragona, Spain). 

Polypropylene functionalized with maleic anhydride (MAH-PP) (Epolene G3015) with 

an acid number of 15 mg KOH/g and Mn of 24800 Da was acquired from Eastman 

Chemical Products (San Roque, Spain). Biomass from orange tree pruning fibers (OPF) 

obtained from seasonal tree pruning was supplied by Mas Clara de Domeny (Girona, 

catalonia, Spain). Other reactants were used: Diethyleneglycol dimethyl ether (diglyme) 

was supplied by Clariant and was used as dispersing agent. Decahydronaphthalene 

(decalin) (190 ºC boiling point, 97% purity) supplied by Fisher Scientific was used to 

dissolve the PP matrix in the fiber extraction from composites process. The reactants that 

were used for fiber treatment are summarized as follows: sodium hydroxide (Merck 

KGaA, Darmstadt, Germany), antraquinone (Badische Anilin & Soda Fabric AG, 

Germany) used without any further purification. Pes-Na (polyethene sodium sulfonate) is 

an anionic polyelectrolyte. Poly-DADMAC (polydimethyl diallyl ammonium chloride) is 

a cationic polyelectrolyte. Pes-Na 0.001N and Poly-Dadmac 0.001N were supplied by 

BTG Instruments GmbH (Germany). 

 

Methods 
Preparation of orange tree pruning derivatives 

All the biomass from orange tree pruning was submitted to a crushing and 

classification process. Some OPF samples were submitted to a defibering process under 

cold aqueous conditions in a Sprout-Waldron equipment to obtain mechanical pulp (MP) 

with a higher aspect ratio. This process gave almost 100% yield with respect to the 

starting material (Ashori and Nourbakhsh 2009; Thamae et al. 2008). Another OPF 

sample was submitted to a thermo-mechanical process (vaporization followed by 

defibering). The OPF were heated to 160 ºC for 30 min, and the obtained pulp was rinsed 

with water and then passed through Sprout-Waldron equipment, resulting in thermo-

mechanical pulp (TMP) with an increased reactant surface, and around 95% yield. For 

OPF chemi-thermomechanical fibers, the OPF were submitted to a sodium/ 

hydroxide/antraquinone (AQ) cooking process (5% NaOH: 0.1% AQ) in a liquid to fiber 

ratio of 4:1, working at 160 ºC for 20 min. Afterwards, the slurry was washed and 

shredded in Sprout-Waldron equipment, giving around 90% yield.   

 

Preparation of paper handsheets for mechanical testing (papermaking route) 

 The handsheets for mechanical testing were prepared in a sheet former (ISP mod. 

786 FH). Handsheets were made according to ISO 5269-2 and conditioned in a weather 

chamber at 25 ºC and 50% humidity for 48 h before mechanical testing. 

 

Tensile Strength (TS) 

 Testing experiments were performed in a Housfield 42 universal testing machine, 

equipped with a 2.5 kN load cell. Testing was performed according to ISO standards 

1924-2. The gap between clamping jaws was set to 150 mm, and the cross head speed 

was set to 20 mm/min. Preload was set at 2 N. Testing specimens were cut into paper 

strips 15 mm in width and 210 mm in length. 
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Density measurement 

 The density measurement of the composite ( c
) was carried out using a 

pycnometer. Distilled water was used as a reference liquid at 23 °C. The ISO 118-3 

standard was respected throughout this experiment. The density of the fiber (f
) was 

obtained from:  
c
= w 

c 
/((w

 m
/ 

m
 ) + (w

 f
/ 

f
 )), where, were w 

c
, w 

m
, and w 

f
 are the loads 

in weight of the composite, matrix, and fiber, and  
m
 is the density of the matrix.  

 

Evaluation of the cationic demand 

 The cationic demand of the pulp suspension was determined with a streaming 

current detector, the Mütek (TM) Particle Charge Detector PCD-04 from BTG 

Instruments BmbH, (Germany). The streaming current method was used to detect the 

endpoint of a polyelectrolyte titration, which is related to the colloidal titration technique 

developed by Terayama (1952). The colloidal titration technique determines the polymer 

concentration added in excess in the supernatant. The weight of the cationic polymer 

adsorbed versus the dry weight of the sample in the suspension was calculated by 

measuring the difference with respect to the initial amount added (Carrasco et al. 1996; 

Rouger and Mutje 1984).  

 

Compounding 

 Composite materials comprising 30 wt% PP/OPF with and without coupling agent 

were obtained. The materials were prepared in a Brabender
®
 plastograph internal mixing 

machine. The working parameters were 80 rpm for OPF during 10 min at a temperature 

of 180 ºC. In the case of the coupled composites, the MAH-PP was added to the 

plastograph with the PP pellets. The resulting blends were ground with a knives mill, 

dried, and stored at 80 ºC for at least 24 h before processing. 

 

Composite processing 

The samples for the tensile test were produced with a steel mould in an injection-

molding machine (Meteor 40, Mateu & Solé). Ten test specimens from each obtained 

composite blend were used for the experiment. The processing temperatures were 175, 

175, and 190 ºC (the machine has three heating areas), the last corresponding to the 

injection nozzle. First and second pressures were 120 and 37.5 kgf/cm
2
, respectively. 

Standard composite specimen samples (approx. 160 x 13.3 x 3.2 mm) were obtained and 

used to measure the tensile properties in agreement with ASTM D638.  

 

Mechanical characterization 

Prior to the mechanical testing, the specimens were stored in a Dycometal 

conditioning chamber at 23 ºC and 50% relative humidity for 48 h, in agreement with the 

ASTM D638 standard. Afterwards, composites were assayed in a Universal testing 

machine (Instron
TM

 1122), fitted with a 5 kN load cell and operating at a rate of 2 

mm/min. Tensile properties were analyzed by means of dog-bone specimens, according 

to the ASTM D638 standard. Results were obtained from the average of at least 5 

samples. 

 

Fiber extraction from composites  

Reinforcing fibers were extracted from composites by matrix solubilization using 

a Soxhlet apparatus and decalin as solvent. Small pieces of composites were cut and 
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placed inside a cellulose filter and set into the Soxhelt equipment. A small cotton tab was 

used to prevent the fibers from getting out of the filtering tube. The fiber extraction was 

completed after 24 h. Once the fibers were extracted, they were rinsed with acetone and 

then with distilled water in order to remove the solvent residue. Finally the fibers were 

dried in an oven at 105 ºC for 24 h. 

 
Determination of the fiber length and diameter 

Fiber’s length distribution and diameter of the extracted fibers were characterized 

by means of a MorFi Compact (Morfological fiber analyser), from Techpap SAS, 

(France). A minimum of two samples were analyzed.  

 

Determination of Young’s moduli of the fibers 

The intrinsic tensile moduli of the MP, TMP, and CTMP from citrus pruning 

wood fibers were determined using the Hirsch model (Hirsch 1962; Lopez et al. 2011; 

Rodriguez et al. 2010; Vilaseca et al. 2010).   

 

Determination of the interfacial shear strength () and the fiber orientation factor (
1
) 

With current standard processing techniques, perfect fiber alignment is almost 

impossible, and the orientation factor (
1
) must be taken in account. The calculation of   

can be accomplished through the Kelly-Tyson modified equation (Eq.1) (Kelly and 

Tyson 1965; Lopez et al. 2011; Rodriguez et al. 2010; Thomason 2002; Vallejos et al. 

2012).  
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In Equation 1, C

t and f

t represent the ultimate tensile strength of the composite and the 

reinforcing fibers. The m

t term is the contribution of the matrix at failure. The fd and 
f

jil ,  

terms represent the fiber diameter and length, respectively. The fV term is the volume 

fraction of reinforcement in the composite. In order to solve the equation, the Bowyer–

Bader methodology was used (Bowyer and Bader 1972) evaluating 1  and  . 

 

Determination of the intrinsic tensile strength ( f

t ) 

Once the intrinsic tensile modulus, , and 1, were known, the intrinsic tensile 

strength was calculated applying the data for the ultimate failure point in Eq. 1. The 

Bowyer-Bader model, as an approximation, involves the following assumptions: that the 

stress transfer at the interface increases linearly from zero at the fiber end to a maximum 

value; that fiber-matrix debonding does not happen; that 1 is independent of strain and 

constant for all fiber lengths; that interfacial shear stress is independent of loading angle; 

that porosity in the composite is negligible; and that fiber and matrix stress vs. strain 

curves are linear (Li et al. 2009; Lopez et al. 2011; Rodriguez et al. 2010; Vallejos et al. 

2012).  
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RESULTS AND DISCUSSION 
 

The tensile properties of a composite material usually depend on the nature of the 

reinforcement and the polymeric matrix, the dispersion grade of the reinforcement into 

the matrix, the aspect ratio of the reinforcement (ratio between length and diameter of the 

fibers l/d), the orientation of the fibers inside the composite, and the quality of the 

interface between the fibers and the matrix (Lopez et al. 2011; Thomason 2002; Vallejos 

et al. 2012; Vilaseca et al. 2010). 

 

Nature of the reinforcement fibers 

 Table 1 shows the pulp and fiber parameters that can have significant influence on 

the competitiveness of composites. Yield refers to the ratio between dry raw material and 

processed matter, TS is the tensile strength of the paper sheet, pDADMAC evaluates the 

cationic demand of the fibers surface and is measured in microequivalents of 

polyDADMAC per gram of reinforcement, f

wl and d
f
 are the mean weighted length and 

diameters of the fibers, and f

wl /d
F
 is known as the aspect ratio.  

 

Table 1.  Pulps Experimental Parameters  

 
Yield 
(%) 

TS 
(MPa) 

pDADMAC           
(µeq/g) 

f

wl  

(μm) 

d
f 

(μm)
 

f

wl /d
f
 

MP 99.1 4.81 92.52  331 18.95 17.5 

TMP 94.7 11.61 90.50  489 18.15 26.9 

CTMP 90.1 13.80 88.06  485 18.70 25.9 

 

In agreement with the principles of green chemistry (Anastas and Warner 1998), 

the processes to obtain fibers showed high yields (90% or more), consequently reducing 

the amount of byproducts. Obtaining fibers with such yields (90%) implied the use of 

more aggressive treatments. Thus, cold defibering (MP) presented a practically complete 

exploitation, taking in account the fiber barks. The chemical composition of MP can be 

considered almost equal to the orange tree pruning wood (Gonzalez et al. 2011). Fibers 

obtained by thermomechanical processes showed a lower yield due to the removal of 

extractives and some soluble hemicelluloses. In the case of chemi-thermomechanical 

pulp, in addition to removing hemicelluloses and extractives (Boras and Gatenholm 

1999), the orange tree pruning wood was slightly delignified. The process yield was 

reduced to approximately 90%. The different processes modified the chemical compo-

sition of the fibers surfaces while increasing its bond capabilities. Consequently, as the 

yield decreased, the ability to create chemical bonds changed. The TS test outputs, 

increasing 141% from MP to TMP and 19% from TMP to CTMP, allowed for 

verification of this fact. In the papermaking field, TS is governed by three main 

parameters: the fibre strength, the fibre/fibre joint strength, and the number of efficient 

joints per volume (Marais and Wagberg 2012).  

 It is well known that the chemical composition of wood is mainly cellulose, 

hemicellulose, and lignin, and small amounts of other chemical components, such as 

resin and fatty acids, triglycerides, sterols, and steryl esters, usually classified as 

extractives (Johansson 2002). Despite different defibration and treatment techniques, the 

chemical percentage of carbohydrates and lignin of the whole pulps were approximately 

equal (Koljonen et al. 2003). However, differences were observed, both in the chemical 
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composition and morphology on the fiber surfaces (Boras and Gatenholm 1999; Koljonen 

et al. 2003). On the other hand, the surface composition could not be predicted from the 

bulk composition of the pulps (Boras and Gatenholm 1999; Johansson 2002; Koljonen et 

al. 2003). Results revealed that the surfaces of the fibers were covered by lignin and 

extractives. Figure 1, based on (Sundholm 1998) shows that the mean chemical bulk 

composition at the middle lamella level (middle lamella + primary wall) is essentially 

19% cellulose and 23% hemicellulose, representing 42% of carbohydrates, and 58% 

lignin. These data are consistent with results of Koljonen et al. 2003, who found that 50 

to 75% of the surface of the mechanical pulps (MP, TMP, and CTMP) was covered by 

lignin and extractives This is also consistent with the model of (Boras and Gatenholm 

1999), with 50 to 55% of the surface covered by extractives and lignin and 49 to 45% by 

carbohydrates. The presence of lignin was also observed in the case of high temperature 

mechanical pulp (Bhattacharyya et al. 2003) 

 

 
 

Fig. 1. Structure of wood fibers and chemical composition along its fibril structure. Figure created 
based on cited data in Sundholm (1998).  

 

The changes in the chemical composition of the fibers surface, which led to the 

noticeable increase of the TS, can be explained as being a consequence of a higher 

accessibility to the chemical components able to generate hydrogen bonds or Van der 

Waals interaction. In that sense, it was expected that the MAPP also took advantage of 

the higher accessibility, improving the fiber-matrix interface. 

Moreover, the evaluation of the cationic demand was performed by means of the 

colloid titration technique TTC (Carrasco et al. 1996; Rouger and Mutje 1984; Terayama, 

1952). Table 2 shows the outcomes in microequivalents of polyDADMAC per gram of 

reinforcement. The gradual removal of the extractives by the treatments led to an increase 

of the hydrophilicity of the surfaces. In agreement with Lopez et al. (2012a), the cationic 
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demand decreased slightly with the insensitivity of the treatments. Probably the main 

contribution to surface charge density shown by the fibers is due to the presence of 

extractives in addition to lignin. In comparison to MP, TMP, and CTMP, the surface 

charge density displayed by bleached hardwood kraft pulps (19.20 µeq/g) is very low, 

probably due to the relative absence of extractives and lignin (Lopez et al. 2012a).  

Taking into account that all the fibers were mechanically defibrated, it was 

observed that the weighted length of the fibers increased as the defibering benefited from 

the fibers treatments (cold water, steam, and NaOH 5% + steam). The changes in length 

were especially noticeable from MP to TMP, while they were minor from TMP to 

CTMP; this was probably due to the softening of lignin, a fact that facilitated the 

defibration (Flandez et al. 2012). Nonetheless, as a result of the loads during the 

composite preparation, the fibers experienced a reduction of their lengths, and the length 

distribution outside and inside the composite were not related (Karmaker and Youngquist 

1996; Li et al. 2009; Vallejos et al. 2012).  

 As can be found in Table 1, the diameter of the fibers can be considered almost 

constant. Nevertheless, and as a consequence of the weighted length variation, the aspect 

ratio of the fibers increased with the intensity of the treatments form MP to TMP and 

remained similar from TMP to CTMP. 

 

Interface, optimization of the composite tensile strength 

Lignocellulosic fibers combined with hydrophobic thermoplastics as PP needed to 

be modified because effective wetting of the fibers and strong interfacial adhesion in 

order to achieve higher mechanical properties of the composite (Colom et al. 2003; de 

Carvalho et al. 2012; Osman et al. 2010). Different coupling agents exist, but in the 

research of PP reinforced with natural fibers (Li and Sain 2003), it is shown that the best 

results are obtained with the use of MAPP. The use of MAPP coupling agent promotes 

the interaction between OPF fibers and PP matrix at the interface due to the increase in 

the accessibility to OH groups. The proposed coupling mechanism is hydrogen bonding 

and also covalent ester linkage generated by the chemical reaction of the anhydride 

groups of the MAPP and the hydroxyl groups of the fiber surface (Mendez et al. 2007). 

In order to evaluate the micromechanics tensile properties of OPF, PP composite 

materials containing 0 to 8% MAPP content were prepared. In fact, the optimization of 

the MAPP percentage against composite strength, prevents the premature fiber slippage 

from the matrix by ensuring  an enhanced anchorage of the fiber to the matrix and the 

exploitation of the reinforcing capabilities of the fiber (Lopez et al. 2011). In 

papermaking, and as demonstrated by Davison (1972), the weak link in paper dry 

strength is very often the fiber/fiber joint strength, and not the fiber itself. Additionally, 

the stoichiometry of the interaction between the fibers and the MAPP is discussed by 

Lopez et al. (2011).   

Figure 2 shows the evolution of the tensile strength of the composites against the 

MAPP content. The tensile strength increased somehow linearly with the MAPP content, 

up to 6 wt% in the case of MP and TMP, and up to 4 wt% in the case of CTMP. It 

appeared that the accessibility of MAPP to OH groups and the ease for creation of 

hydrogen and ester bonds increased from MP to CTMP. The lower percentage of MAPP 

needed by CTMP composites to increase the tensile strength could be a consequence of 

the higher accessibility and extend of reaction.  

It was found that for higher MAPP contents, the tensile strength tended to 

decrease. The decrease in tensile strength at the higher coupling agent contents is 
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attributed to self-entanglement among the coupling agent chains, rather than with the 

polymer, resulting in slippage (Beg and Pickering 2008). This result is in agreement with 

previous research, where it was found that, for different reinforcement fibers, although 

the optimum percentage of MAPP varied with the fiber content, a 6 wt% of MAPP 

delivered the best mean outputs (Lopez et al. 2011; Mendez et al. 2007; Vallejos et al. 

2012). 

 

  
 

Fig. 2. Evolution of the 30 wt% CPF/PP composites strength against the MAPP content  

 

 Once the percentage of MAPP for the different PP/OPF composites was 

established, it was found that the obtained maximum 
C

t  were slightly different. In fact, 

the highest value of 
C

t  increased from MP to TMP by 2.5% and from TMP to CTMP by 

3.2%, showing a high correlation with the behavior of the cationic demand that also 

changed slightly. If the results are compared with a 30% stone groundwood (SGW)/PP 

composite with 6% of MAPP (Lopez et al. 2011, 2012a), it is found that the SGW 

composites show 18% higher 
C

t  (46.7 MPa). The difference could be explained by the 

fact that SGW came from softwood and MP from hardwood. Usually the intrinsic 

strength of softwood fibers is higher than that of hardwood. On the other hand, the fibers 

surface chemical composition is also different, leading to a different extension of the 

reactions between the MAPP and the fibers surface. 

 

Orientation factor, interfacial shear strength, and mean intrinsic tensile strength  

Once the nature of the fibers was established and the understanding of the 

interface mechanism was improved, it was possible to initiate the evaluation of the 

micromechanics; in fact, this was the main objective of the present research. To solve the 

Kelly-Tyson equation by means of the Bowyer-Bader methodology, it was necessary to 

establish all the necessary input data (Eq. 1). 

The Young’s moduli of the composites were computed by the Hirsch model 

(Hirsch 1962) applied to the experimental values of the analyzed composites. Table 2 

shows all of the input data needed to compute the moduli of the fibers. In all cases, the 

density of the matrix was 0.905 g/cm
3
, and the factor β, that determines the transference 

of the stress between the fiber and the matrix, was 0.4 (Kalaprasad et al. 1997). 
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Table 2.  Fiber and Composite Properties 

 
Weight  
(%) 


f
 

(g/cm
3
) 

V
f
 

(
o
/1) 

Et
C
 

(GPa) 
Et

m
 

(GPa) 
Et

f
 

(GPa) 

MP (6% MAPP) 30 1.25 0.237 3.8 1.5 23.1 

TMP (6% MAPP) 30 1.29 0.230 3.1 1.5 16.3 

CTMP 4%(MAPP) 30 1.365 0.220 2.94 1.5 15.3 

 

 Composite compounding and processing entails a reduction of the fibers lengths 

(Li et al. 2009; Vallejos et al. 2012). The shortage is probably attributable to the attrition 

that happens during the compounding and processing of the composites (Bourmaud and 

Baley 2007; Karmaker and Youngquist 1996). Hence it was necessary to obtain the 

length distributions of the fibers inside the composites (Fig. 3). In fact, the values of the 

mean weighted lengths inside the composite were 256, 310, and 331 µm for the MP, 

TMP, and CTMP, respectively. The corresponding percentages of shortening were 22%, 

36%, and 32%, respectively.  

 

   
 
Fig. 3. Fiber length distributions inside the composite material. Length percentage against fiber 
weighted length  

 

 From the experimental results, and once the fiber distributions were known, it was 

possible to apply the Bowyer-Bader methodology. Table 3, in which εt
C is the strain at 

composite failure, summarizes the mean experimental data outputs. The values of the 

properties for the two strain levels (a quarter and a half from breaking point), needed to 

apply Bowyer-Bader methodology, were obtained from the experimental outputs.    

 

 
Table 3.  Experimental Composite Mechanical Properties at Breaking Point and 
at One-Quarter and One-Half of the Breaking Point  

 
εt

C 

(%) 
σt

C
 

(MPa) 
σt

m*
 

(MPa) 
εt

C
(1/4) 

(%) 
σt

m*
(1/4) 

(MPa) 

σt
C

(1/4) 

(MPa) 
εt

C
(1/2) 

(%) 
σt

C
(1/2) 

(MPa) 
σt

m*
(1/2) 

(MPa) 

MP  4 39.6 25.7 1.00 12.0 22.6 2.00 33.9 19.2 

TMP  4.3 40.6 26.3 1.08 13.2 19.8 2.15 31.2 20.0 

CTMP  4.6 41.9 27.0 1.15 14.2 20.6 2.30 31.9 20.5 

 

Once the Bowyer-Bader methodology was applied, the values for  , 1 , and lc 

were obtained, as shown in Table 4. Taking into account that  4

1 cos , the obtained 
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orientation factors (
1 ) for the different OPF, implied mean orientation angles of 40.5º, 

43.1º, and 42.9º for the MP, TMP, and CTMP, respectively. The found angles were 

similar and showed that fiber treatments slightly affected the orientation angle. 

The critical fiber length ( f

cl ) was calculated from    2C

t

ff

c dl   (Li et al. 

2009).  

The obtained values of the interfacial shear strength (), considering the m

t  of 

the PP (28.4 MPa), were within or close to the range derived from the application of Von 

Misses and Tresca criteria (16.4 MPa and 14.2 MPa, respectively (Pegoretti et al. 1996; 

Vilaseca et al. 2010). The interfacial shear strength increased slightly with the intensity 

of the OPF treatments. 

Once the values for 
1  and   were obtained, the Kelly-Tyson modified equation 

was used (Kelly and Tyson 1965; Lopez et al. 2011; Vallejos et al. 2012) to obtain a 

value for F

t  for all the tested composites (Table 4). The obtained values of F

t  for MP, 

TMP, and CTMP composites increased with the intensity of the treatments, noticeably 

from MP to TMP and slightly from TMP to CTMP.  

 

Table 4.  Micromechanics Properties of the Formulated Composites  

 
 
(MPa) 

1 
 

lc 
(µm) 

σt
f
 

(MPa) 

MP  16.00 0.335 303 512 

TMP  16.03 0.284 309 547 

CTMP  16.74 0.288 307 549 

 

The values of the orientation factor were around 0.3, which is very similar to the 

corresponding value for SGW (Lopez et al. 2011). The critical length of the fibers was 

similar. The interfacial shear strength increased slightly from MP to CTMP and had a 

value around 16 MPa, which is very similar to that of SGW (15.71 MPA). At the same 

time, the intrinsic tensile strength increased with the intensity of the treatments, and as 

expected, due to the above-mentioned differences between fibers from hardwood and 

softwood, was 20% smaller than the mechanical pulp from SGW’s mean intrinsic tensile 

strength (612 Mpa) (Lopez et al. 2011). 

Equation 1 can be simplified to ZYXC

t  )(1  where X, Y, and Z are the 

contribution of the subcritical fibers, supercritical fibers, and the matrix to the composite 

strength ( C

t ). Values for X, Y, and Z were deduced from Eq. 2. To estimate the final 

contribution to the composite, X and Y must be multiplied by 1 . 

    

 

As it can be observed in Table 5, the contribution of the matrix remained almost 

constant, with a value around the 50% of the total for all the materials. It was also 

observed that the contributions of the subcritical fibers were the less relevant. The 

contribution of the subcritical fibers decreased from 18.5% to 11.1% from the MP to the 

TMP. Its value was similar for the case of TMP and CTMP.  
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Table 5.  Nominal and Percentage Contribution of the Subcritical (X) and 
Supercritical (Y) Fibers, and the Matrix (Z) to the Strength of the Composite 
Materials 

 
X·1 
(MPa, %) 

Y·1 
(MPa, %) 

Z 
(MPa, %) 

MP  
7.35 
18.5% 

12.64 
32.0% 

19.61 
49.5% 

TMP  
4.51 
11.1% 

15.87 
39.1% 

20.22 
49.8% 

CTMP  
4.75 
11.3% 

16.13 
38.6% 

21.02 
50.1% 

 

It was observed that the contribution of the matrix remained almost constant and 

equivalent to the 50% of the final composite strength. The contribution of the subcritical 

fibers decreased noticeably from MP to TMP and remained almost constant from TMP to 

CTMP. Consequently, the relative contribution of the supercritical fibers increased.   

 
 
CONCLUSIONS 
 

 In this work, the micromechanical parameters of mechanical, thermomechanical, 

and chemi-thermomechanical pulps from orange tree pruning, as reinforcement of a 

polypropylene matrix, were characterized. From the results it was found that: 

 

1. The treatments used to obtain mechanical pulp (MP), thermomechanical pulp 

(TMP), and chemi-thermomechanical pulp (CTMP) from orange tree pruning 

fibers (OPF) caused changes in the chemical composition of the fiber surfaces. 

The changes were made evident by the tensile strength of the paper (papermaking 

route), but not so much by the extent of the compatabilizer/fiber surface reaction. 

The research allowed a better understanding of the bonding mechanism in the 

interface between matrix and reinforcing fibers. 

2. The tensile strength increased from MP to CTMP composites, but the process 

yield decreased. The slight increments of the tensile strength hardly justify the use 

of CTMP processes with OPF.  

3. The mean orientation factor for the injection-molded composite materials was 

about 0.3 with a 42.3º mean orientation angle, configuring a short fiber semi-

aligned composite  

4. The interfacial shear strength values stand within or close to the interval derived 

from the application of the Von Misses and Tresca criteria, and are similar to 

those of mechanical pulp from softwood (SGW). 

5. The intrinsic tensile properties of the fiber for the coupling agent-enhanced 

composite materials are similar for MP, TMP, and CTMP and inferior to that of 

SGW. 

6. The use of MP from OPF is shown as a source to add value to agroforestry waste, 

extending the value chain for the agricultural industry, providing low cost 

alternatives to wood fibers, and reducing the need for burning.  

 



 

PEER-REVIEWED ARTICLE  bioresources.com 

 

 

Reixach et al. (2013). “Orange tree pruning composites,” BioResources 8(3), 3231-3246.  3243 

 

ACKNOWLEDGMENTS 
 

The authors are grateful for the support of the EMCI - Ministerio de Ciencia e 

Innovación (MICINN) for funding the research by the specific Research Program 

CTQ2010-21660-C03-03.   

 

 

REFERENCES CITED 
 

Anastas, P. T., and Warner, J. (1998). Green Chemistry: Theory and Practice, Oxford 

University Press, Oxford. 

Ardanuy, M., Antunes, M., and Ignacio Velasco, J. (2012). "Vegetable fibres from 

agricultural residues as thermo-mechanical reinforcement in recycled polypropylene-

based green foams," Waste Management 32(2), 256-263. 

Ashori, A., and Nourbakhsh, A. (2009). "Mechanical behavior of agro-residue-reinforced 

polypropylene composites," Journal of Applied Polymer Science 111(5), 2616-2620. 

Beg, M. D. H., and Pickering, K. L. (2008). "Mechanical performance of kraft fibre 

reinforced polypropylene composites: Influence of fibre length, fibre beating and 

hygrothermal ageing," Composites Part A - Applied Science and Manufacturing 

39(11), 1748-1755. 

Bhattacharyya, D., Bowis, M., and Jayararnan, K. (2003). "Thermoforming woodfibre-

polypropylene composite sheets," Composites Science and Technology 63(3-4), 353-

365. 

Boras, L., and Gatenholm, P. (1999). "Surface composition and morphology of CTMP 

fibers," Holzforschung 53(2), 188-194. 

Bourmaud, A., and Baley, C. (2007). "Investigations on the recycling of hemp and sisal 

fibre reinforced polypropylene composites," Polymer Degradation and Stability 

92(6), 1034-1045. 

Bowyer, W. H., and Bader, H. G. (1972). "On the reinforcement of thermoplastics by 

imperfectly aligned discontinuous fibres," Journal of Materials Science 7(11), 1315-

1312. 

Carrasco, F., Mutje, P., and Pelach, M. A. (1996). "Refining of bleached cellulosic pulps: 

Characterization by application of the colloidal titration technique," Wood Science 

and Technology 30(4), 227-236. 

Colom, X., Carrasco, F., Pages, P., and Canavate, J. (2003). "Effects of different 

treatments on the interface of HDPE/lignocellulosic fiber composites," Composites 

Science and Technology 63(2), 161-169. 

Cuk, N., Kunaver, M., and Medved, S. (2011). "Properties of particleboards made by 

using an adhesive with added liquefied wood," Materiali in Tehnologije 45(3), 241-

245. 

Davison, R. W. (1972). "Weak link in paper dry strength," Tappi 55(4), 567-573. 

de Carvalho, F. P., Felisberti, M. I., Oviedo, M. A. S., Vargas, M. D., Farah, M., and 

Ferreira, M. P. F. (2012). "Rice husk/poly(propylene-co-ethylene) composites: Effect 

of different coupling agents on mechanical, thermal, and morphological properties," 

Journal of Applied Polymer Science 123(6), 3337-3344. 

El Mansouri, N.-E., Espinach, F. X., Julian, F., Verdaguer, N., Torres, L., Llop, M. F., 

and Mutje, P. (2012). "Research on the suitability of organosolv semi-chemical 



 

PEER-REVIEWED ARTICLE  bioresources.com 

 

 

Reixach et al. (2013). “Orange tree pruning composites,” BioResources 8(3), 3231-3246.  3244 

triticale fibers as reinforcement for recycled HDPE composites," BioResources 7(4), 

5032-5047. 

Flandez, J., González, I., Resplandis, J. B., El Mansouri, N.-E., Vilaseca, F., and Mutjé, 

P. (2012). "Management of corn stalk waste as reinforcement for polypropylene 

injection moulded composites," BioResources 2(7), 1836-1849. 

Gonzalez, Z., Rosal, A., Requejo, A., and Rodriguez, A. (2011). "Production of pulp and 

energy using orange tree prunings," Bioresource Technology 102(19), 9330-9334. 

Hermawan, A., Ohuchi, T., Fujimoto, N., and Murase, Y. (2009). "Manufacture of 

composite board using wood prunings and waste porcelain stone," Journal of Wood 

Science 55(1), 74-79. 

Hirsch, T. (1962). "Modulus of elasticity of concrete affected by elastic moduli of cement 

paste matrix and aggregate," Journal of American Concrete Institute 59(3), 427-451. 

Jimenez, L., Angulo, V., Garcia, E., and Rodriguez, A. (2004a). "Cellulosic pulp from 

vine shoots," Afinidad 61(511), 194-203. 

Jimenez, L., Angulo, V., Rodriguez, A., Sanchez, R., and Ferrer, A. (2009). "Pulp and 

paper from vine shoots: Neural fuzzy modeling of ethylene glycol pulping," 

Bioresource Technology 100(2), 756-762. 

Jimenez, L., Rodriguez, A., Diaz, M. J., Lopez, F., and Ariza, J. (2004b). "Organosolv 

pulping of olive tree trimmings by use of ethylene glycol/soda/water mixtures," 

Holzforschung 58(2), 122-128. 

Jimenez, L., Rodriguez, A., Serrano, L., and Moral, A. (2008). "Organosolv ethanolamine 

pulping of olive wood - Influence of the process variables on the strength properties," 

Biochemical Engineering Journal 39(2), 230-235. 

Johansson, L. S. (2002). "Monitoring fibre surfaces with XPS in papermaking processes," 

Mikrochimica Acta 138(3-4), 217-223. 

Kalaprasad, G., Joseph, K., Thomas, S., and Pavithran, C. (1997). "Theoretical modelling 

of tensile properties of short sisal fibre-reinforced low-density polyethylene 

composites," Journal of Materials Science 32(16), 4261-4267. 

Karmaker, A. C., and Youngquist, J. A. (1996). "Injection molding of polypropylene 

reinforced with short jute fibers," Journal of Applied Polymer Science 62(8), 1147-

1151. 

Kazayawoko, M., Balatinecz, J. J., and Matuana, L. M. (1999). "Surface modification and 

adhesion mechanisms in woodfiber-polypropylene composites," Journal of Materials 

Science 34(24), 6189-6199. 

Kelly, A., and Tyson, W. (1965). "Tensile porperties of fibre-reinforced metals - 

copper/tungsten and copper/molybdenum," Journal of the Mechanics and Physics of 

Solids 13(6), 329-338. 

Koljonen, K., Osterberg, M., Johansson, L.S., and Stenius, P. (2003). "Surface chemistry 

and morphology of different mechanical pulps determined by ESCA and AFM," 

Colloids and Surfaces A - Physicochemical and Engineering Aspects 228(1-3), 143-

158. 

Li, H. J., and Sain, M. M. (2003). "High stiffness natural fiber-reinforced hybrid 

polypropylene composites," Polymer-Plastics Technology and Engineering 42(5), 

853-862. 

Li, Y., Pickering, K. L., and Farrell, R. L. (2009). "Determination of interfacial shear 

strength of white rot fungi treated hemp fibre reinforced polypropylene," Composites 

Science and Technology 69(7-8), 1165-1171. 



 

PEER-REVIEWED ARTICLE  bioresources.com 

 

 

Reixach et al. (2013). “Orange tree pruning composites,” BioResources 8(3), 3231-3246.  3245 

Lopez, J. P., Mendez, J. A., El Mansouri, N. E., Mutje, P., and Vilaseca, F. (2011). 

"Mean intrinsic tensile properties of stone groundwood fibers from softwood," 

BioResources 6(4), 5037-5049. 

Lopez, J. P., Mendez, J. A., Espinach, F. X., Julian, F., Mutje, P., and Vilaseca, F. 

(2012a). "Tensile strength characteristics of polypropylene composites reinforced 

with stone groundwood fibers from softwood," BioResources 7(3), 3188-3200. 

Lopez, J. P., Mutje, P., Pelach, M. A., El Mansouri, N. E., Boufi, S., and Vilaseca, F. 

(2012b). "Analysis of the tensile modulus of PP composites reinforced with stone 

grounwood  fibers from softwood," BioResources 7(1), 1310-1323. 

Marais, A., and Wagberg, L. (2012). "The use of polymeric amines to enhance the 

mechanical properties of lignocellulosic fibrous networks," Cellulose 19(4), 1437-

1447. 

Mendez, J. A., Vilaseca, F., Pelach, M. A., Lopez, J. P., Barbera, L., Turon, X., Girones, 

J., and Mutje, P. (2007). "Evaluation of the reinforcing effect of ground wood pulp in 

the preparation of polypropylene-based composites coupled with maleic anhydride 

grafted polypropylene," Journal of Applied Polymer Science 105(6), 3588-3596. 

Mishra, S., and Sain, M. (2009). "Commercialization of wheat straw as reinforcing filler 

for commodity thermoplastics," Journal of Natural Fibers 6(1), 83-97. 

Nygard, P., Tanem, B. S., Karlsen, T., Brachet, P., and Leinsvang, B. (2008). "Extrusion-

based wood fibre-PP composites: Wood powder and pelletized wood fibres - A 

comparative study". Composites Science and Technology 68(15-16), 3418-3424. 

Osman, H., Ismail, H., and Mustapha, M. (2010). "Effects of maleic anhydride 

polypropylene on tensile, water absorption, and morphological properties of recycled 

newspaper filled polypropylene/natural rubber composites," Journal of Composite 

Materials 44(12), 1477-1491. 

Pegoretti, A., DellaVolpe, C., Detassis, M., Migliaresi, C., and Wagner, H. D. (1996). 

"Thermomechanical behaviour of interfacial region in carbon fibre/epoxy 

composites," Composites Part A - Applied Science and Manufacturing 27(11), 1067-

1074. 

Pirayesh, H., Khazaeian, A., Khanjanzadeh, H., and Bahrinejad, A. (2011). "Optimum 

condition of manufacturing wood-based composite from mixture of wood 

particles/walnut and almond shells," in: Composite Science and Technology, Pts 1 

and 2, S. M. Sapuan, F. Mustapha, D. L. Majid, Z. Leman, A. H. M. Ariff, M. K. A. 

Ariffin, M. Y. M. Zuhri, M. R. Ishak, and J. Sahari (eds.), Vol. 471-472, pp. 91-96. 

Requejo, A., Feria, M. J., Vargas, F., and Rodriguez, A. (2012). "Total use of olive tree 

prunings by means of hydrothermal and combustion processes," BioResources 7(1), 

118-134. 

Rodriguez, M., Rodriguez, A., Bayer R, J., Vilaseca, F., Girones, J., and Mutje, P. (2010). 

"Determination of corn stalk fibers' strength through modeling of the mechanical 

properties of its composites," BioResources 5(4), 2535-2546. 

Rouger, J., and Mutje, P. (1984). "Correlation between the cellulose fibers beating and 

the fixation of a soluble cationic polymer," British Polymer Journal 16(2), 83-86. 

Sain, M., Suhara, P., Law, S., and Bouilloux, A. (2005). "Interface modification and 

mechanical properties of natural fiber-polyolefin composite products," Journal of 

Reinforced Plastics and Composites 24(2), 121-130. 

Satyanarayana, K. G., Arizaga, G. G. C., and Wypych, F. (2009). "Biodegradable 

composites based on lignocellulosic fibers - An overview," Progress in Polymer 

Science 34(9), 982-1021. 



 

PEER-REVIEWED ARTICLE  bioresources.com 

 

 

Reixach et al. (2013). “Orange tree pruning composites,” BioResources 8(3), 3231-3246.  3246 

Sundholm, J. (1998). Mechanical pulping, Finnish Paper Engineers Assoc. and TAPPI 

Press. 

Terayama, H. (1952). "Method of colloid titration (a new titration between polymer 

ions)," Journal of Polymer Science 8(2), 243-253. 

Thamae, T., Marien, R., Chong, L., Wu, C., and Baillie, C. (2008). "Developing and 

characterizing new materials based on waste plastic and agro-fibre," Journal of 

Materials Science 43(12), 4057-4068. 

Thomason, J. L. (2002). "Interfacial strength in thermoplastic composites - At last an 

industry friendly measurement method?" Composites Part A - Applied Science and 

Manufacturing 33(10), 1283-1288. 

Vallejos, M. E., Espinach, F. X., Julian, F., Torres, L., Vilaseca, F., and Mutje, P. (2012). 

"Micromechanics of hemp strands in polypropylene composites," Composites Science 

and Technology 72(10), 1209-1213. 

Vilaseca, F., Valadez-Gonzalez, A., Herrera-Franco, P. J., Pelach, M. A., Lopez, J. P., 

and Mutje, P. (2010). "Biocomposites from abaca strands and polypropylene. Part I: 

Evaluation of the tensile properties," Bioresource Technology 101(1), 387-395. 

Zabhizadeh, S. M., Ebrahimi, G., and Enayati, A. A. (2011). "Effect of compatibilizer on 

mechanical, morphological, and thermal properties of chemimechanical pulp-

reinforced PP composites," Journal of Thermoplastic Composite Materials 24(2), 

221-231. 

 

Article submitted: January 29, 2013; Peer review completed: April 9, 2013; Revised 

version received and accepted: May 2, 2012; Published: May 6, 2013. 

 

 


